
Harman Kardon® HKTS 35
Introducing the Harman Kardon® HKTS 35, a complete, 
5.1-channel home theater speaker system that provides a 
best-in-class cinema experience. This integrated system 
brings movies, TV, music and other entertainment alive  
with full-range, encompassing sonic performance. 
With a dual-driver center-channel speaker for vivid, distinct 
movie dialogue, four compact yet powerful satellites to pull 
you into the action and a 200-watt, wireless subwoofer 
for heart-stopping bass, the Harman Kardon HKTS 35 
home theater speaker system is more than equal to all 
the excitement that Hollywood can deliver. This complete, 
six-piece package includes everything that you need 
to connect the speakers to your receiver or pre-amp/
processor and amplifier, including cables, removable bases 
and wall-mount brackets for the satellite speakers.

Highlights
• Four two-way satellite speakers
• Voice-matched, dual-driver center speaker
• Powerful, 200-watt, down-firing wireless subwoofer
• Complete 5.1-channel home theater surround-sound 

system
• Stunning, décor-complementing modern design
• Bass-boost, volume and phase controls for subwoofer
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What’s included:
• 4 SAT-TS30 satellite speakers for front left/right and 

surround left/right channels
• 1 CEN-TS30 center-channel speaker
• 1 HKTS 220SUB powered wireless subwoofer
• 1 wireless transmitter for subwoofer
• 1 power supply for subwoofer transmitter
• 1 AC cable for subwoofer transmitter power supply 

(varies with region)
• 4 wall-mount brackets for satellite speakers
• 1 wall-mount bracket for center speaker
• 4 bracket stop plates for satellite-speaker wall-mount 

brackets
• 1 RCA LFE/subwoofer cable
• 1 mini-jack trigger cable for subwoofer
• 1 13.1' (4m) color-coded cable for center speaker
• 2 16.5' (5m) color-coded cables for front satellites
• 2 32.8' (10m) color-coded cables for rear satellites
• Owner’s manual

System
• Frequency response: 45Hz – 20kHz (–6dB)

SAT-TS30 Satellite Speakers
• Midrange transducers: Dual 3" (75mm) drivers,  

video-shielded
• High-frequency transducer: 3/4" (19mm) dome,  

video-shielded
• Suggested amplifier power range: 10W – 120W
• Nominal impedance: 8 ohms
• Sensitivity (2.83V/1m): 86dB
• Enclosure type: Sealed
• Dimensions (H x W x D): 11-25/32" x 4-11/32" x 3-15/32" 

(299mm x 110mm x 88mm) each, including stands
• Weight: 3.3 lb (1.5kg)

CEN-TS30 Center Speaker
• Midrange transducers: Dual 3" (75mm) drivers, video-

shielded
• High-frequency transducer: 3/4" (19mm) dome, video-

shielded
• Suggested amplifier power range: 10W – 120W
• Nominal impedance: 8 ohms
• Sensitivity (2.83V/1m): 86dB
• Enclosure type: Sealed
• Dimensions (H x W x D): 4-11/32" x 10-11/32" x 3-15/32" 

(110mm x 272mm x 88mm), including stand
• Weight: 3.3 lb (1.5kg)

HKTS 220SUB Wireless Subwoofer
• Low-frequency transducer: 8" (200mm) down-firing cone
• Amplifier power: 200W RMS, 400W peak
• Frequency response: 45Hz – 200Hz (–6dB)
• Controls: Volume, phase, bass boost
• Connections: LFE (RCA-type); left and right line-level 

(RCA-type)
• Enclosure type: Sealed
• External trigger input voltage: 3 – 30 volts, AC or DC
• Subwoofer power requirement: 120V, 60Hz (USA);  

220V – 240V, 50/60Hz (EU)
• Subwoofer power consumption: <0.5W (standby); 243W 

(maximum, 120V); 261W (maximum, 230V) 
• Subwoofer dimensions (H x W x D): 13-29/32" x 10-1/2" 

x 10-1/2" (353mm x 267mm x 267mm)
• Weight: 19.8 lb (9kg)
• Transmitter power requirement: 100V – 240V AC, 

50Hz/60Hz
• Transmitter power consumption: <0.5W
• Transmitter dimensions (H x W x D): 1-3/8" x 5" x 3-1/2"  

(35mm x 127mm x 89mm)
• Transmitter unit weight: 0.26 lb (117g)

Go online to register your purchase and access tips 
that will show you just how beautiful sound can be.

www.harmankardon.com/registermyproduct


